


e. cil) characteristics: 








Reliability - No operational experience, but tests have 
shown very high reliability. 


Reset Capability - Cam be reset in orbit if ecunend channel] 
can be mede available. 


pratt - 12 1075 (seme as C1). 
Readout - Clock or digital. 


of interest to TIB for ecmputer progren changes 
exploitation plauning. 
Declassified and Released by the NRO | 
This docur:: 
in Accordance with E. O. 12958 7 
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(2) There are 200 tining "pips per second instesd of 160 
“pips” per second oa the cl, 


(3) The lens systes rotates contimucusly and the chimney 
' escilletes. 


(4) Pht ee oe to that in the Cc. 
sweeps from left to right in the camera.) 


(5) lens ¢1 resolves 475 lines per millimeter on the bench 
aaa 168 iinae pac uidlieeter om a0 198 a 


(6) Sweep tine is approximately 14% slower. 


(7) A lens - “glattener” - is located right at the tsage plane. 
It has its om cam for DC. 


&. IC Probleas - tages area ds 6 Cigar with Mr. Wolf of Itek 
Ziscussing Thc on C! and ; & great deal of 
confusion existed on whether DE or Fi was provided. Most 
of the data availsble indicated PL, though DE seaned to be sf. 
the aost plausible. dar ar gaanges ays the probles <- bs 
IMC and act FC is provided and i 


@s talked es 
foet tne possintifty of DOD pro pie serviees. : 
This seems to be a very interesting possibility. INSD not 
only has the equipment and mathematicians, astromamers, ete., — : 
but aleo has people already cleared cpereationaliy and 
faniliar vith photograumetric analysis. The undersigned . 
recommends IMSD be contacted to further this discussion. . 






f. Carers Relative Orientation - It is believed that the present 
Systen of camera orfentation scecmplished cn the Weat coast 
is useful only to determine the orientation dbetveen the 
vehicle end the cavera system end does act determine the 
relative orientation between the three cemeras. The 
orientation procedure now acccaplished by DED should be 
evaluated and the requirenent for the vehicle/cemera | 
crientation should be revieved. = 
PIC mist commmicate vith DPD-DD/P the ecatinned 
requirezest for camare logs for the progren. This log 
wast an Phra ela angles of ‘the horison cameras, a0 the 
present C Goes. 
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